














A b s t r a c t
This paper describes the criterion for the protection of building envelopes against the growth 
of mould. As a criterion for assessing the risk to envelopes, the fRsi temperature factor is adopted. 
The paper provides  the  resultant  temperature  factor  fRsi,max  for  the critical month  in 61 areas 
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S t r e s z c z e n i e
W artykule opisano kryterium ochrony przegród budowlanych przed rozwojem grzybów ple-










countries  [3].  In Western Europe,  the  presence  of mould  on walls was  not  recognised  as 
a  problem  until  the  mid-nineteen-eighties.  It  was  then  that  countries  like  Belgium,  the 
Netherlands, Italy, Germany and the United Kingdom created a working group investigating, 






Specifically,  it  was  noted  that moulds  also  appear  and  develop  on  building  envelope 
surfaces  having  contact  with  air,  the  relative  humidity  of  which  being  less  than  100%. 
Actually,  the  risk of mould development  is  already present when  the  relative humidity  is 


















Checking whether  the  condition  specified  in  formula  (1)  has  been  fulfilled  entails  the 




























1 1 ,   (4)
where:
U  ‒  the heat transfer coefficient, determined according to [11],
Rsi  ‒  the  resistance  of  heat  transfer  (the  value  assumed  for  the  calculations  is 
0.25 m2K/W).
 However, in the case where the heat transfer takes place in a two- or three-dimensional 







temperature  factor  fRsi,min had been known  for many years  and had been available,  among 
others,  in standard [8]. The reason for this must have been the lack of universal access to 










[11].  The  results  of  the  calculations  of  fRsi,max are  provided  for  various  room  humidity 
classes.  In order  to evaluate  the distribution of  the  temperature  factor  fRsi,max for  the entire 
Polish  territory,  and  not  just  for  the  61  selected  locations,  the  paper  provides  the  results 
of  calculations of  the  temperature  factor  in  the  form of  isolines. The authors believe  that 
the proposed way of calculating the temperature factor fRsi,max will allow a fast determination 
of this factor for designing needs.
62. Room air humidity
To define room air humidity conditions, we may use either the partial pressure of water 
vapour or moisture by volume. Partial pressure of water vapour (in the room) depends on:






of moisture by envelope materials, we can write  the moisture balance of  the  room  in  the 
following way [1]:





Assuming  that  there  is no difference between  the air  temperature outside  the building 
and in the room, the amount of moisture flowing into the room from outside the building is:
 Φin en V c= ⋅ ⋅ ,   (6)
where:
n  ‒  the multiple air exchange rate in the room,
V  ‒  the  cubic  capacity of  the  room,  and ce  is water  vapour  concentration outside 
the room.
In contrast, the amount of moisture leaving the room can be written as:
 Φout in V c= ⋅ ⋅   (7)
where:
ci ‒ water vapour concentration in the air of the room.
Taking  into  account  the  moisture  balance  written  as  formula  (5),  we  can  obtain  the 
difference of concentrations of water vapour between the air inside and outside the room:







































Dp  provided  in  [8]  have  been  adopted  as  for  buildings  located  and  designed  in Western 
Europe. In this case, the values of the excess internal pressure depend on the so-called room 
humidity class. For the calculation of the temperature factor fRsi , three (i.e. the second, third 
and  fourth) of  the five humidity classes are  taken  into account.  In  the calculations of  fRsi, 
the upper  limits  for  each of  the  classes were  adopted. Table 1  shows  examples of  rooms 
assigned to given humidity classes.
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3. The results of calculations of the temperature factor for the critical month
With  the  help  of  the  files  published  on  the  Ministry’s  website  containing  typical 
meteorological  year  data  [11],  average monthly  air  temperatures qe  and  average monthly 
relative humidity values je for 61 selected Polish meteorological stations were calculated. 
By  adopting  the  calculated  average monthly  temperature  and  air  humidity  values  outside 
the building, defining the air temperature inside the room qi = 20°C and adopting the excess 
internal water vapour pressure values Dp for three room humidity classes and the maximum 
allowable  relative  humidity  at  the  surface jsi =  0.8,  the  minimum  allowable  pressure  of 
saturated vapour psat(qsi) for each of the 12 months of the year and each of the mentioned 
61 meteorological stations was calculated.
8On  the  basis  of  the  calculated  minimum  allowable  pressures  at  saturation,  for  each 
month,  the minimum allowable surface  temperature qsi,min, was determined,  i.e.  the  lowest 





The  results  of  the  calculations  of  the  temperature  factor  fRsi,max  with  critical  months 
indicated  are  shown  in Table  2.  From  the  analysis  of  the  above  results,  it  becomes  clear 
that  the  highest  values  of  the  temperature  factor  fRsi,max  occur  in  Chojnice  and  Suwałki. 
In  Chojnice,  fRsi,max  for  humidity  class  2  equals  0.618,  and  in  Suwałki  it  equals  0.616. 
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1 Białystok 0.598 December 0.772 December 0.918 November
2 Bielsko Biała 0.575 December 0.760 December 0.913 December
3 Bydgoszcz 0.604 February 0.784 February 0.933 February
4 Chojnice 0.618 December 0.793 December 0.939 December
5 Częstochowa 0.602 December 0.775 December 0.919 December
6 Elbląg 0.606 December 0.785 December 0.935 December
7 Gdańsk 0.572 December 0.752 December 0.904 December
8 Gorzów Wlkp. 0.600 December 0.780 January 0.930 January
9 Hel 0.607 January 0.786 January 0.935 January
10 Jelenia Góra 0.587 December 0.769 December 0.920 December




0.583 May 0.762 May 0.913 May
13 Katowice 0.581 December 0.756 December 0.900 December
14 Kętrzyn 0.615 December 0.790 December 0.935 December
15 Kielce 0.610 December 0.789 December 0.938 December
16 Kłodzko 0.593 December 0.769 January 0.918 January
9continued Tab. 2
17 Koło 0.605 December 0.781 December 0.926 January
18 Kołobrzeg 0.583 January 0.765 January 0.917 January
19 Koszalin 0.595 January 0.772 January 0.920 January
20 Kraków 0.591 December 0.770 December 0.917 December
21 Krosno 0.591 December 0.768 December 0.916 November
22 Łeba 0.604 December 0.784 December 0.934 December
23 Lębork 0.583 February 0.765 February 0.916 February
24 Legnica 0.597 December 0.778 December 0.928 December
25 Lesko 0.577 December 0.759 December 0.910 February
26 Leszno 0.597 December 0.776 January 0.924 January
27 Łódź 0.605 December 0.782 December 0.932 December
28 Lublin 0.595 November 0.773 November 0.923 November
29 Mikołajki 0.606 December 0.781 December 0.925 December
30 Mława 0.602 December 0.775 December 0.918 December
31 Nowy Sącz 0.569 December 0.754 January 0.907 January
32 Olsztyn 0.612 December 0.788 December 0.934 December
33 Opole 0.603 December 0.782 December 0.932 December
34 Ostrołęka 0.601 December 0.776 December 0.922 December
35 Piła 0.613 December 0.788 December 0.933 December
36 Płock 0.608 December 0.785 December 0.933 December
37 Poznań 0.609 December 0.788 December 0.936 December
38 Przemyśl 0.584 December 0.762 December 0.908 December
39 Racibórz 0.586 January 0.769 January 0.920 January
40 Resko 0.592 January 0.768 January 0.917 December
41 Rzeszów 0.587 December 0.764 December 0.916 February
42 Sandomierz 0.611 December 0.789 December 0.936 December
43 Siedlce 0.598 December 0.771 December 0.915 December
44 Słubice 0.597 January 0.776 January 0.926 January
45 Śnieżka 0.608 April 0.783 April 0.928 April
46 Sulejów 0.605 December 0.782 December 0.928 December
47 Suwałki 0.616 November 0.793 November 0.942 November
48 Świnoujście 0.601 January 0.780 January 0.930 January
49 Szczecin 0.597 January 0.775 January 0.925 January
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50 Szczecinek 0.606 January 0.785 January 0.934 January
51 Tarnów 0.589 December 0.770 December 0.920 December
52 Terespol 0.598 December 0.772 December 0.916 December
53 Toruń 0.598 January 0.775 January 0.922 January
54 Ustka 0.590 January 0.771 January 0.921 January
55 Warszawa 0.602 December 0.780 December 0.929 December
56 Wieluń 0.599 December 0.773 December 0.917 December
57 Włodawa 0.606 December 0.780 December 0.924 December
58 Wrocław 0.595 December 0.771 December 0.919 February
59 Zakopane 0.566 January 0.741 January 0.891 November
60 Zamość 0.603 November 0.783 November 0.932 November
61 Zielona Góra 0.605 January 0.784 January 0.933 December
4. Summary
This  paper  presents  calculations  of  the  temperature  factor  for  the  locations  of 
61  meteorological  stations  in  Poland  and  determines  the  values  of  fRsi,max  for  the  critical 
months at these locations. Based on the results provided in Table 2, it can be hypothesised 
that  the  factor  having  the greatest  impact  on  the value of  the  temperature  factor  fRsi,max  is 
the  room  humidity  class.  The  room  humidity  class  is  dependent  on  internal  moisture 
production as well as room ventilation (multiple air exchange rate) and thus, on the type and 
usage of the room. Moreover, a belief has to be expressed at this point that it is necessary 
to  conduct  research  of  flats  and  rooms  in  non-residential  buildings  in  Poland  in  order  to 
enable  their  correct  classification  (i.e.  their  assignment  to  an  appropriate  humidity  class). 
The calculated differences between the average values of fRsi,max for the whole Polish territory 
determined  for  humidity  classes  2  and 3  equal  0.178  and  for  classes  3  and 4  differences 
equal 0.148.
The average value of the maximum temperature factor fRsi,max for Poland (for 61 selected 
meteorological  stations)  for  humidity  class  2  is  0.597,  for  humidity  class  3,  it  is  0.775, 
and for humidity class 4, it equals 0.923.
The  distribution  of  the  values  of  the  temperature  factor  fRsi,max  on  Polish  territory 






The presented  results  show  that  if  the  external walls meet  the  requirements  regarding 




  =  0.3  W/m2K)  then  both  residential  and  non-residential  rooms  assigned 
to  humidity  class  3,  everywhere  in  Poland,  fulfil  the  condition  that  the  value  of  the 
temperature factor  fRsi > fRsi,max –  this  is  illustrated in Figs. 1, 2 and 3. In  these cases,  it  is 
not  necessary  to  perform  calculations  to  ascertain  whether  the  condition  fRsi > fRsi,max, 
is met. This is also the case for all external walls whose heat transfer coefficient is less than 
U = 0.75 W/m2K. The presented results show that if the external walls meet the requirements 
regarding  the  heat  transfer  coefficient U  (as  provided  in  regulation  [7],  for  the  condition 
where U £ U
(max)






in  their  case,  it  is  necessary  to  calculate  the  temperature  factor  fRsi  for  such  a  wall  for 
the  place where  the  thermal  bridge  is  located  and  to  compare  the  result  with  the  values 
of  fRsi,max provided in this paper.
Fig.  1.  Comparison  of  the  temperature  factor  fRsi,  determined  for  three  types  of 
building  envelopes  characterised  by  the  heat  transfer  coefficient  U  with 
the maximum  temperature  factors  fRsi,max,  determined  for  20 meteorological 
stations and for room humidity class 3
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Fig.  2.  Comparison  of  the  temperature  factor  fRsi,  determined  for  three  types  of 
building  envelopes  characterised  by  the  heat  transfer  coefficient  U  with 
the  maximum  temperature  factors  fRsi,max,  determined  for  20  meteorological 
stations and for room humidity class 3
Fig.  3.  Comparison  of  the  temperature  factor  fRsi,  determined  for  three  types  of 
building  envelopes  characterised  by  the  heat  transfer  coefficient  U  with 
the maximum  temperature  factors  fRsi,max,  determined  for  20 meteorological 
stations and for room humidity class 3
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Fig.  4.  Comparison  of  the  temperature  factor  fRsi,  determined  for  three  types  of 
building envelopes  characterised by  the heat  transfer  coefficient U with  the 
maximum  temperature  factors  fRsi,max,  determined  for  20  meteorological 
stations, depending on room humidity class
Fig.  5.  Comparison  of  the  temperature  factor fRsi,  determined  for  three  types  of 
building envelopes  characterised by  the heat  transfer  coefficient U with  the 
maximum  temperature  factors  fRsi,max,  determined  for  20  meteorological 
stations, depending on room humidity class
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Fig.  6.  Comparison  of  the  temperature  factor  fRsi,  determined  for  three  types  of 
building envelopes  characterised by  the heat  transfer  coefficient U with  the 
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